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SANTA CLARA COUNTY FLOOD CONTROL DISTRICT 

SOUTH ZONE 

PRELIMINARY ENGINEERING REPORT ON JONES CREEK 


the Canyon followed by Leavesley Road. It crosses Leavesley Road just 
easterly of New Avenue and flows southerly crossing Dunlap Road just 
westerly of Furlong Avenue; crosses Furlong Avenue just southerly of 
Dunlap Road; crosses Pacheco Pass Highway just easterly of Furlong 
Avenue and continues in a southwesterly direction down back property 
lines to a point near the junction of Bloomfield Avenue and Frazer Lake 
Road. From this point it continues westerly along the northerly side of 
Bloomfield Avenue and joins the Llagas Creek through a Box Culvert under 
Bloomfield Avenue in conjunction with the new bridge over the Llagas 
Creek. Jones Creek is joined by drainage from poorly defined channels 
at Dunlap Road, near the Pacheco Pass Road, at the Pacheco Pass Road 
and in at least three points between Pacheco Pass Road and Frazer Lake 
Road. It is well to point out that it is impossible to provide an 
adequate outlet for Jones Creek as the end of the present channel is in 
the historic flood plain of the so called Frazer Lake. During the 
storm of December 1955 the water in this lake was standing with a static 
level that flooded the intersection of Bloomfield Avenue and Frazier Lake 
Road. It is therefore apparent that any project on Jones Creek can only 
lead the flood waters to the Frazer Lake. There is an extensive area at 

the lake that has always flooded approximately 200 5U t f ) C^ ( ^9 
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14200 Cu. Yds. Excavation & Embankment 


0.70 


$ 9,940.00 


250 Cu. Yds. Structure Excavation 

120 Cu. Yds. Concrete Structures 

15000 Lbs. Reinforcing Steel 

2 Farm Bridges 

300 Lineal Feet 30" Reinforced 

Concrete Pipe 


3.60 

64 .OO 

0.125 

2,000.00 


Total 


900.00 

7,660.00 

1,870.00 

4,000.00 

2.550.00 

$26,920.00 
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it is then recommended that the present channel be improved 
commencing at a point about 1000 feet northerly of the Pacheco 
Pass Road and continuing more or less along the present 
alignment to the Llagas Creek. 

3. Construction of a new channel to relieve flooding along 

Bloomfield Avenue between the Pacheco Pass Road and Frazier 
Lake Road. This channel would commence on the westerly side 
of the Pacheco Pass Road at a point midway between Bloomfield 
Avenue and Prunedale Avenue and extend westerly and parallel 
with Bloomfield Avenue until a junction with Jones Creek is 
reached. 


ESTIMATED COSTS: 


DIVERSION CHANNEL 


Construct trapezoidal channel with a 12 foot bottom width, l£:l 
side slopes, 6 feet deep including freeboard. Construct box culvert 
under Holsclaw Road, and diversion overflow structure: 


UANTITY AND DESCRIPTION 


UNIT PRICE TOTAL 
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40000 Gu. Yds. Channel Excavation 


0.35 


114,000.00 


250 Cu. Yds. Structure Excavation 


3.60 


900.00 


120 Cu. Yds. Concrete Structures 


64.00 


15000 Lbs. Reinforcing Steel 


0.125 


7,660.00 

1,870.00 


Farm Bridges 


2,000.00 


14,000.00 


100 Feet Bridge Railing 


iOO.OO 


Total 


$33,930.00 


PRUNEDALE AVENUE BRANCH 


From a point on the westerly side of the Pacheco Pass Road 


about 1500 feet north of Bloomfield Avenue construct a new trapezoidal 


channel with 8 foot bottom width, lj:l side slopes, and 4 feet deep, 


westerly to a junction with Jones Creek* ^ ® ^ ^J^ E D 

*2 -1967 


UANTITY AND DESCRIPTION 


TOTAL 
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IMPROVEMENT CF JONES CREEK PROPER 


From Station 130 ♦ 63 1000 feet north of Pacheco Pass Road to 
Station 193 97 construct trapezoidal channel with 8 foot bottom 

width, 1^:1 side slopes, and 6 feet deep including freeboard. From 
Station 198 * 97 to 237 ♦ 35 construct trapezoidal channel with 10 
foot bottom width, l£:l side slope and 7.5 feet deep including free¬ 
board. From station 237 + 85 to the Llagas Creek construct 
trapezoidal channel with 10 foot bottom width, 1^:1 side slopes, and 
8 foot depth including freeboard. Construct new box culvert at 
Frazer Lake Road. 


UANTITY AND DESCRIPTION 


UNIT PRICE 


TOTAL 







JONES CREEK 


ESTIMATE OF RIGHT OF T .VAY COSTS 

For the divers: on project it will be necessary to acquire an 
entirely new right of way. The project will not sever any land 
that is not now severed with the exception that where the new 
channel follows along the southerly side of Leavesley Road the 
property owner will be severed from his highway frontage while 
his farming operation will not be severed. For this reason a 
high figure is used for the cost of right of way; 

2.2 Acres @ $3,000.00 $6,600.00 

For the channel work on Jones Creek itself the cost of right of 
way should be nominal as the same location is used for almost the 
entire length of the project with some minor realignments to 
relieve sharp bends. The improved channel will be of real 
benefit to the property owners. A very nominal figure has been 
used for the cost of right of way for this reason, though it is 
believed that some of this right of way can be acquired without 
obligation: 

19.1 Acres @ $750.00 $14,325.00 

For the new channel from the Pacheco Pass Road at least one 
property owner has indicated that he would be willing to give 
the necessary right of way for the channel and it is believed 
that the right of way for this project can be acquired without 
obligation. A lump sura cost has been allowed to cover con¬ 
tingencies : MICROFILM 

L;unp Sum $1,00( 
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conditions along Jones Creek. No work has been recommended on the 












